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Accessories

Synchronisationskabel

Item No.

10 m F121100287207

PU 10

PU 10 = 10 pieces

Synchronisation cable

Synchronisationskabel4-way-adapter

Up to three drive units can be activated at the same

time if they are connected using the synchronisation

cable.

Item No.

4-way-adapter F121100293207

PU 10

PU 10 = 10 pieces

synchronisation cable

Insert

synchronisation cable.

Strip synchronisation cable.

Opening unit
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Drilling template

For a cabinet width of 900 mm and over we recommend the use of 

a front/base connector. Where this strong front connection is used 

it is possible to increase the trigger range also for tall fronts.

Item No.

Drilling template F146109850299

PU 10

PU 10 = 10 pieces

SynchronisationskabelFront-base connector for wide drawers

Item No. Item No.

4-way-adapter 26744-38 26744-09

PU 10 PU 100

PU 10 = 10 pieces, PU 100 = 100 pieces

Fr
on

t

Push base and 
front together

X
Fr

on
t

Tighten cam

812
,516

1,5 x 45°
21

Ø
 8

Ø 15

(X
+8

)
13

Ø
 1

0

Base
Fr

on
t

X = front overlay at bottom

Fl
at

 t
im

be
r 

cr
os

s-
ba

r
U

pr
ig

ht
 t

im
be

r
cr

os
s-

ba
r

H
ea

d 
as

se
m

bl
y

Ba
ck

 p
an

el
 

as
se

m
bl

y
Si

nk
 c

ab
in

et
as

se
m

bl
y 

of
 b

as
e

Si
nk

 c
ab

in
et

as
se

m
bl

y 
of

 s
id

es
A

dj
us

tm
en

t 
/

D
is

m
an

tl
in

g
A

cc
es

so
ir

ie
s

Te
ch

ni
ca

l
in

fo
rm

at
io

n



Provide switched sockets.

Disconnect the power before fitting or dismantling the system.

For cabinet widths of 1200 mm and over we recommend the use of 2 No. drive units. 

These can be activated simultaneously with the help of the synchronisation cable.

Important: do not insert screws in the area of the drive lever.

With each power supply unit it is possible to operate 30 drive units.

70

Technical Information

SynchronisationskabelGeneral advice



In an ideal situation, the development 
of new movement systems directly 
involves the users of the system. 
Sensomatic provides the ideal example.
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SynchronisationskabelTechnical Data

Area of application

Power supply unit

Opening unit

Operating conditions

Drawer systems

Slide systems

Area of application

Power supply

Mains frequency

Max. power output

Supply voltage

Temperature

Humidity

Nova Pro

DWD-Dynamic-XP

Dynapro

only in dry, closed rooms

100 to 240 V

50 to 60 Hz

230 W

24 V

0 to 50 °C

15% to 90%

non-condensing
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SENSOMATIC OPENING SYSTEM

Electro-mechanical opening of drawers and pot drawers.
Striking a balance between design and functional comfort.

Grass GmbH 
Movement-Systems
Grass Platz 1
A 6973 Höchst, Austria
Phone +43 (0) 5578 701-0
Fax +43 (0) 5578 701-59
E-Mail info@grass.eu




